UNITED STATES PATENT AND TRADEMARK OFFICE 

CERTIFICATE OF CORRECTION 



PATENT NO. : 7,214,356 B2 Page 1 of 2 

APPLICATION NO. : 10/677052 
DATED : May 8, 2007 

INVENTOR(S) : Joseph Hsieh et al. 

It is certified that error appears in the above-identified patent and that said Letters Patent is 
hereby corrected as shown below: 



Title Page: 

On the face of the Patent in the Title "WET SCRUBBING APPARATUS AND 
METHOD FOR CONTROLLING NOX EMISSIONS" should read -WET 
SCRUBBING APPARATUS AND METHOD FOR CONTROLLING NOx 
EMISSIONS-. 

Column 1 , line 2, "METHOD FOR CONTROLLING NOX" should read 
-METHOD FOR CONTROLLING NOx-. 

Column 2, line 50, "may exhibit percentage" should read -may exhibit a 
percentage—. 

Column 6, line 67, **type of nozzle that" should read -type of nozzle, that-. 

Colimm 9, line 31, insert a hyphen between "closed loop". 

Column 9, line 52, delete the comma after "appreciated". 

Column 9, Une 56, "ozone/NOx ratio is shown" should read -ozone/NOx ratio 
shown—. 

Column 11, line 16, insert a comma after "sodium sulfite". 

Column 12, hne 24, "spraying the Uquid" should read -spraying of the liquid-. 

Colxmin 12, line 25, "spraying the liquid" should read -spraying of the liquid-. 
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Column 12, line 41, "between 120° —80°" should read -between 

1200—180°-. 
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